FLOOR MOUNT CHARGER 
(FM100) 


OWNER'S MANUAL 


IMPORTANT SAFETY INSTRUCTIONS 


SAVE THESE INSTRUCTIONS - This manual contains important safety and operating 
instructions for the MagneCharge™ Floor Mount Charger (FM100). 


1. Betoré using charger, read all instructions and cautionary markings on 
(1) the charger and (2) the electric vehicle. 


2. Do not block air intake (upper left side) or exhaust (lower back) vents. 


3. To reduce risk of damage to charge paddle and cable, remove charge paddle by its 
handle rather than by its cable when disconnecting from vehicle charge port. 


4. Make sure charge paddle rable ie positioned eo it will not bo stepped on, tripped 
over or otherwise subjected to damage or stress. 


5. Do not operate charger with a damaged charge paddle or charge paddle cable. 
Call toll free number on back page for service immediately. 


6. Do not operate charger if it has received a sharp blow or has been dropped or 
otherwise damaged in any way; call toll free service number or-back page. 


7. Do not disassemble charger; service or repair should be performed by 
qualified personnel only. Incorrect reassembly may result in risk of electrical 
shock or fire. 


8. To reduce risk of electrical shock, disconnect input power before attompting 
any maintenance or cleaning. Turning off controls will not reduce this risk. 


9. GROUNDING INSTRUCTIONS - The charger should be connected to a 
grounded, metal, permanent wiring system; or an equipment-grounding conductor 
should be run with circuit conductors and connected to a grounding terminal or lead 
on the charger. Connections to the charger should comply with all local codes and 
ordinances. 


CAUTION: This charger is intended to be used only to charge electric vehicles i : 
equipped with a MagneCharge™ Charge Port. Refer lo the vehicle owners manual 
to determine whether your vehicle is equipped with a MagneCharge™ Charge Port. 


WARNING: Certain types of battorios may require ventilation during charging to 
reduce the risk of producing an explosive accumulation of hydrogen gas. if this 
charger is to be used in a confined space, such as a residential garage, it should 
only be used to charge batteries that do not require ventilation during charging. 
Refer to the vehicle owner's manual to determine whether the vehicle hatteriee 
require ventilation during charging. 


MON FI /ECC ID: FOC LICENSE PENDING 


This device complies with Part 15 of the FCC Rules. Operation is subject to the following two 
conditions: (1) This device may not cause harmful interference; and (2) This device must accept 
any interference received, including interference that may cause undesired operation. 
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TECHNICAL INFORMATION 


FM100 Charger Specifications 


CHARACTERISTIC 


Input 
Voltage 


208 - 240 Vac 


Current 30 A (max.) 

Frequency 50/60 Hz 
Output 

Power 6.6 KW (max.) 


Dimensions 
Height 1460 mm (57.5 in.) 
Width 356 mm (14 in.) 
«Depth. © 325 mm (12.8 in.) 


Charge Paddle Cable Length | AT m (5 ft. 6 in.) - 


SERVICE CENTER - 1-800-482-6644 
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